MXC Road/municipal/explosion proof lighting LED driver/Potentiometer/
programmable current regulation

PRODUCT FEATURES

* High power density, compact construction design A:potentiometer current version
« Input voltage: 100-277Vac,180Vac with derating protection P:Programmable dimming version
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» Output voltage: 25-56V, 36-56V constant power adjustable

« Provides low current high output voltage version 0.5-1.05A

Lighting protection: differential mode 4KV, common mode 6KV(<40W),differential
mode 6KV, common mode 15KV(=50W)

« IP67

« Lifetime warning, soft start, light decay compensation

e SCP,0VP,0TP,0CP protection
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DL-40H-56A/P-MXC 100-277v 25-56V 30-56V 0.45-1.34A 89% 0.95 4/6KV 105%53*27mm

DL-50H-56A/P-MXC 50W 100-277v 25-56V 30-56V 0.57-1.7A 89% 0.95 6/15KV 105*53*27mm
50W

DL-50H-72A/P-MXC 50W 100-277v 36-72V 48-72V 0.5-1.05A 89% 0.95 6/15KV 105*63*30mm
60W DL-60H-56A/P-MXC 60W 100-277V 25-56V 30-56V 0.715-2A 89% 0.95 6/15KV 105%63*30mm

DL-60H-86A/P-MXC 60W 100-277v 40-86V 57-86V 0.5-1.05A 89% 0.95 6/15KV 105*63*30mm

DL-80H-56A/P-MXC 80W 100-277V 25-56V 36-56V 1.07-2.23A 90% 0.95 6/15KV 105%63*30mm
80W

DL-80H-115A/P-MXC 80W 100-277v 57-115V 76-115V 0.5-1.05A 90% 0.95 6/15KV 105%63*30mm

DL-100H-56A/P-MXC 100W 100-277V 25-56V 36-56V 1.34-2.5A 91% 0.95 6/15KV 105%63*30mm
100W

DL-100H-143A/P-MXC 100w 100-277V 71-143V 95-143V 0.5-1.05A 91% 0.95 6/15KV 105%63*30mm

DL-150H-56A/P-MXC 150w 100-277v 25-56V 36-56V 1.78-4.2A 93% 0.95 6/15KV 164*53*32.5mm
150w

DL-150H-214A/P-MXC 150w 100-277v 95-214V 143-214V 0.5-1.05A 93% 0.95 6/15KV 164*53*32.5mm

DL-200H-56A/P-MXC 200w 100-277v 25-56V 36-56V 2.6-5.6A 93.5% 0.95 6/15KV 186*60*38mm
200w

DL-200H-286A/P-MXC 200w 100-277v 143-286V 190-286V 0.5-1.05A | 93.5% 0.95 6/15KV 186*60*38mm

DL-240H-56A/P-MXC 240W 100-277v 25-56V 36-56V 3.5-6.7A 94% 0.95 6/15KV 186"60*38mm
240W

DL-240H-343A/P-MXC 240W 100-277v 171-343V 228-343V 0.5-1.05A 94% 0.95 6/15KV 186"60*38mm

DL-320H-56A/P-MXC 320W 100-277v 25-56V 42-56V 4.2-T.65A 94% 0.95 6/15KV 230%67*38mm
320W

DL-320H-428A/P-MXC 320W 100-277v 228-428V 304-428V 0.5-1.05A 94% 0.95 6/15KV 230%67*38mm

A: potentiometer current version P: Programmable dimming version
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